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JADE ZOOM  
24 - 35 W 

 
 

Specifications : 
 

Type  Jade Zoom, 25 watt track or surface mounted spot 

Colour Black, white or grey 
Material Anodized or coated aluminium & PC/ABS VO 
Weight 952 gram 
Swivel 340 horizontal, 350 vertical 
Light source Citizen or Xicato 
Power Consumption 24 - 35 watt 
Light output  1500 lumen 
CRI >92 or >97 
Led colours 2700K l 3000K l 3500K l 4000K 
Drive current 180 ~ 264 VAC 
Driver Driver included | Driver internal 
Dimming Local dim l DALI l Casambi l DMX512 l Wireless DMX 
Connection Track adapter, Global or Eutrac 
Lifetime 50000 hours 
Warranty 5 years 
IP rating IP 20 | IP 
Protection class 1 
Certifications CE 
Accessories Rail products. A customizable snoot that can be build up in 

segments of 2 cm. Rotatable barndoor, Beam shapers and 
Honeycomb louvre. 

Remarks The beam angle can be adjusted from the backside of the 
fixture.  

 
 

Site de production (Siège Social) Zac des Coinchettes 36 100 ISSOUDUN - France - Tél : 02 54 03 02 86 
Bureaux commerciaux 10 rue des Marronniers 94 240 L’Hay Les Roses - France 
Contacts au +33 01 82 33 02 80 - contact@spx-lighting.com - www.spx-lighting.com 


